PROJECT DESCRIPTION

PHONE: (301)624-— 8140 . PHONE: (301)624-8115

MR. RAYMOND JOHNSON _
ASSISTANT DISTRICT ENGINEER-MAINTENANCE
PHONE: (3011)624-8105
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PHASE CHART

1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE
LGCATIONS PRICR TO INSTALLATION

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE
TERMINALS AND PROPERLY LABELING EACH CABLE.

3. ALL UNUSED CABLE SHALL BE REMOVED AND DISPOSED
OF BY THE CONTRACTOR. 9.

4. UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING
“MISS UTILITY” PRIOR TO CONSTRUCTION SO THAT ALL 10
UTILITIES MAY BE LOCATED IN THE FIELD. IF THE ‘ )
CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN
THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR,
THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER 11
IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED. *

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED
AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED 12.
SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN
SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD

816.03, MD 818.01, MD 818.02, MD 818.04. THE = 13.
, CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR
T ———— —D———_D_“m?*—“? TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
h_j 6. ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE 14.
L DELIVERED TO THE SHA SIGNAL SHOP FOR TESTING AND
PROGRAMMING PRIOR TO INSTALLATION. CONTACT
- MR. EDWARD RODENHIZER AT 410-787-~7652 TO
L COORDINATE.
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THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON
LOCATIONS UNTIL THE CONFLICT HAS BEEN RESOLVED.
IF NEEDED, A DESIGN WAIVER SHALL BE OBTAINED,
APPROVED BY THE DIRECTOR.

AND SAFETY.

OFFICE OF TRAFFIC

INSTALL PVC SLEEVE FOR SIGNS IN SIDEWALK AREAS.

PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE
ACTIVATED BY A PERSON IN A WHEELCHAIR FROM 60“X60"
LEVEL LANDING AREA. A LEVEL LANDING AREA IS AN
AREA WITH A CROSS SLOPE OF LESS THAN 2%,

PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN
IN A WHEELCHAIR LOCATED ON THE LEVEL LANDING
AREA, DOES NOT HAVE TO REACH MORE THAN 18"

THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TGO BE

MEASURED FROM FACE OF PUSHBUTTON,

CENTER OF POLE.

NOT CENTER TO

FOR LOCATION AND MD STANDARD OF SIDWALK RAMPS REFER
TO THE ROADWAY PLANS.

ALL SIGNAL WORK SHALL BE COORDINATED WITH ROADWAY.PLANS _
SIGNAL EQUIPMENT SHALL BE INSTALLED PRIOR TO SIDEWALK/RAMP

IMPROVEMENTS.

PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FDR'

WHICH THEY ARE INTENDED.

SWA

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

8| MOSHER STREET
BALTIMORE,

TELE410)728-2900 FAX:(410)383-3270

MARYLAND 21217

WIRING KEY US 1 (WASHINGTON BLVD) AND
— MONTGOMERY ROAD

_ 5-CONDUCTOR ELECTRICAL CABLE ELKRIDGE, MD

(NO. 14 AW.C.)

| 2- CONDUCTOGR ELECTRICAL CABLE GENERAL INFORMATION SHEET

" (NO. 14 AW.G.) _ A

| BARE COPPER STRANDED GROUND WIRE SCALE NONE DATE _ #2008 CONTRACT NO, AX3785133

(NO 6 AW.CJ RUMMEL’ KLEPPER DESiGNED BY MLH COUNTY HOWARD

& KAHL, LLP *
— 74 IN.x 10 FT.GROUND ROD | | ’ DRAWN BY _MLH LOGMILE 13000109.61
— EXISTING ELECTRICAL SERVICE ' CONSULTING ENGINEERS CHECKED BY DAS Tt 0. B2
FAP NO. TOD NO.

TS NO. 452-MH-Gi

DRAWING S8G-02 OF 02

SHEET NO. 30 OF 30

PLOTTED: SDATETIMES

| FILE. SFILES




